
5N45-4265/H1600-0/0  Moderate Band Reject Filter w/ Extended Upper Passband

◆ Features:

•  High Performance

•  Small Size

•  Broad Operating Passband

•  Broad Rejection Band

Loss: ≤2.0 dB 50 - 3200 MHz 
≤2.0 dB 5300 - 12000 MHz

VSWR: ≤ 2.0:1 @ 50 - 3200 MHz
≤ 2.0:1 @ 5300 - 12000 MHz

Rejection: ≥ 50 dB 3950 to 4580
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3: -72 . 373 dB 4. 580 000 000 GHz

CH2 Markers

1: - . 69500 dB
3. 20000 GHz

2: -68 . 161 dB
3. 95000 GHz

4: - . 97700 dB
5. 30000 GHz

Bandedge Loss and Rejection

◆ Specifications:

◆ Applications:

• Protects Receivers from Newly Deployed High-Power Transmitters
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CH2 S21 LOG 10 dB/ REF 0 dB

          START . 500 000 000 GHz STOP 18. 000 000 000 GHz
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2:-24 . 006 dB 5. 300 000 000 GHz

CH1 Markers

1: -18 . 261 dB
3. 20000 GHz

3:-17 . 652 dB
11. 9541 GHz
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5:- . 84900 dB 12. 000 000 000 GHz

CH2 Markers

1: - . 71100 dB
3. 20000 GHz

2:-67 . 421 dB
3. 95000 GHz

3:-72 . 075 dB
4. 58000 GHz

4:-1 . 0310 dB

5. 30000 GHz

Passband Performance
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