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◆ Features:

• Suspended Technology

• SMA Connectors

• Plated Thru Hole Board

Insertion Loss:
@ 4.8 to 6.1 GHz <1.5 dB
@ 8.6 to 9.9 GHz <1.5 dB

VSWR: 2.5:1 in Passband
Stopband:
@6.75 to 8.0 GHz >50 dB

Dimensions: 3.30” x 1.25” x 
.50” (with SMA
male or female
connectors)

Environmental Specs:
Shock 20 G’s, 1/2 Sine,

11ms
Vibration 10 G’s, 10 Hz-

2000 Hz
Temperature -55 to 85° C
Relative Humidity 0-95%

◆ Specifications:

uu Applications:

• Mobile
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1_:-15.855 dB
  4.800 000 000 GHz               

2_:-15.235 dB
 6.1 GHz  

3_:-10.58  dB
 8.6 GHz  

4_:-12.211 dB
 9.9 GHz  

CH2 S21  log MAG REF 0 dB10 dB/

    START  4.800 000 000 GHz S TOP  9.900 000 000 GHz
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1_:-.305   dB

  4.800 000 000 GHz

               

2_:-.617   dB
 6.1 GHz  

3_:-1.460  dB
 8.6 GHz  

4_:-.633   dB
 9.9 GHz  

5_:-62.19  dB
 6.75 GHz  
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