
High Power Ceramic Diplexer Surface Mount - 9DLX0-1030-1090/X8

◆ Features:

• Low Insertion Loss

• 800 Watts minimum Peak at 2% duty cycle and  
16 Watts Continuous in Transmit Band

• Altitude 70,000 Feet

Receive Passband: 1086 – 1094
RX Passband Insertion Loss: 4.5 dB maximum
RX Passband Return Loss: 14 dB minimum
35 dB BW: 44 MHz maximum

Transmit Passband: 1026 – 1034
TX Passband Insertion Loss: 1.0 dB maximum
TX Passband Return Loss: 14 dB minimum
20 dB BW: 90 MHz maximum

Operating Temperature: -41°C to +85°C
Dimensions: 3.60” x 1.125” x 0.625” 

(including grounding tabs) 
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1 : -34 . 752 dB 1 030 . 000 000 MHz

CH1 Markers

2 : -31 . 287 dB

1 . 02600 GHz

3 : -31 . 145 dB
1 . 03400 GHz
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1 : - . 72370 dB 1 030 . 000 000 MHz

CH2 Markers

BW : 37 . 462027 MHz

cent : 1032 . 148320 MHz

Q: 27 . 552

1_ loss : - . 72370 dB
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CH3 Markers

2 : -24 . 741 dB

1 . 02600 GHz

3 : -24 . 632 dB
1 . 03400 GHz
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CH4 Markers

2 : - . 73820 dB
1 . 02600 GHz

3 : - . 71630 dB
1 . 03400 GHz

Transmit Channel

◆ Specifications:

◆ Applications:

• Air Traffic Control (ATC) and Traffic Collision Avoidance System (TCAS)
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CH2 S21  LOG 10 dB/ REF 0 dB
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1 : -25 . 730 dB 1 090 . 000 000 MHz
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2 : -21 . 815 dB

1 . 08600 GHz

3 : -30 . 156 dB
1 . 09400 GHz
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BW : 20 . 671595 MHz

cent : 1090 . 269559 MHz

Q: 52 . 742

1_ loss : -3 . 2245 dB
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2 : -19 . 006 dB

1 . 08600 GHz

3 : -18 . 635 dB
1 . 09400 GHz
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2 : -3 . 4694 dB
1 . 08600 GHz

3 : -3 . 3324 dB
1 . 09400 GHz

Receive Channel
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